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Tram monodirezionale realizzato sia nella configurazione a sette

casse su quattro carrelli sia in quella a cinque casse su tre carrelli;
entrambe la configurazioni hanno due carrelli motori.

Il veicolo, a pavimento integralmente ribassato, é dotato di aria
condizionata ed una postazione per disabili.

Limpianto di trazione prevede, per ogni carrello motorizzato, due
inverter ad IGBT ognuno dei quali controlla un motore.

Sirio Milano

Monodirectional Light Rail Vehicles supplied either in the seven
bodies on four bogies configuration or in the five bodies on three
bogies one; both of the configurations have two motor bogies.

The vehicle, 100% low floor, is equipped with air conditioning
system and one place for disabled persons.

The traction system is equipped, for each motor bogie, with two
IGBT-inverters, each controlling one motor.




PRINCIPALI CARATTERISTICHE/ MAIN FEATURES

LOREE EEL
— 5 casse/bodies

Quantita/ Quantity 68
Lunghezza [mm]/ Length [mm] 26450
Larghezza [mm]/ Width [mm] 2400
Altezza [mm]/ Height [mm] 3414
Altezza pavimento dal p.d.f. [nm]/ Floor height from t.o.r. [nm] 350
Diametro ruote [mm]/ Wheel diameter [mm] 660
Scartamento [mm]/ Rail gauge [mm] 1445
Passo carrello [nm]/ Bogie wheelbase [mm] 1700
Rodiggio/ Wheel arrangement Bo-2-Bo
Posti a sedere / Seating places 54
Posti in piedi (6 pass/m’)/ Standing capacity (6 pass/m’) 152
Posti riservati HK/ HK reserved area 1
Capacita totale/ Total capacity 206
Velocita massima [km/h]/ Max speed[km/h] 70
Potenza nominale [kW1/ Nominal power [kW] 4x106
Alimentazione [V cc]/ Voltage [V dc] 600

7 casse/bodies
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